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Q1 Fireplace Insert  – Painted Black Victorian Face,  Brick Liner, and Classic Log Set

The Q1
PORTRAIT GAS INSERT



The Q1
PORTRAIT GAS INSERT

Glass Burner with Diamond GlassCoalClassic Log Set
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Design Features
■■ Clean Face Look — No Louvers

■■ SIT Valve 820 (Standing Pilot)

■■ SIT Valve 885 (IPI System with Remote)

■■ Glass Size: 17½” x 19¾”, 345½ in2

■■ Classic Log Set

■■ 150 CFM Room Fan (with variable control)

■■ Limited Lifetime Warranty

■■ ClearView Safety Screen

■■ Quick Access Valve Controls

Available Options
■■ Remote or Thermostat Control

■■ Glass, Coal, or Log Set

■■ Liners Options: 
– Brick Liner with Logs or Coal

– Black Enameled Liner with Glass or Logs

– Ledgestone Liner

■■ Surround Options:
– Victorian Face

– Minimal Surround

– Modern Surround

– Contemporary Surround w/Trimmable Panel

– Trimmable Panel

Insert Specifications

BTU Maximum Input - NG 20,000 BTU

BTU Minimum Output* 7,450 BTU

Heating Area 1,000 ft2

P4 Efficiency 74.5%

Glass Size 345½ in2

Minimum Install Dims. † HEIGHT WIDTH DEPTH

27½” 20¼” 14¼” 

*  Turn down is based on a 50% valve and P4 efficiencies output.

†  Based on installation with the Contemporary Surround. Depth can vary by panel.

Q1 Fireplace Insert  – Contemporary Surround w/Trimmable Panel, Ledgestone Liner, and Coal

Q1 Fireplace Insert – Minimal Surround Panel, Black Enameled Liner, and Glass

Q1 Fireplace Insert  – Modern Surround Panel, Brick Liner, and Classic Log Set
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The E20
SMALL GAS INSERT

E20 Fireplace Insert  – Powder Coated Grey Borderview Surround Panel, Fluted Liner, and Classic Log Set



Fluted Liner with Log Set Black Glass with Decorative Stones Brick Liner with Log Set

The E20
SMALL GAS INSERT
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Design Features
■■ Clean Face Look — No Louvers

■■ Cast Iron Heat Exchanger

■■ SIT Valve 820 (Standing Pilot)

■■ SIT Valve 885 (IPI System with Remote)

■■ Glass Size: 21¾” x 13¾”,  300 in2

■■ Classic Log Set

■■ Easy Access Burner Switch

■■ 110 CFM Room Fan (with variable control)

■■ ClearView Safety Screen

■■ Limited Lifetime Warranty

Available Options
■■ Hearth Riser

■■ Remote or Thermostat Control

■■ Glass or Classic Log Set

■■ Liner Options: 
– Brick or Fluted Liner with Logs

– Black Enameled Liner with Glass or Logs 

■■ Surround Options:
– Modern Surround

– Contemporary Surround

– Slim Surround

– Extruded Surround

– 4-Sided Extruded Surround

– Trimmable Panel

– E L I T E E D I T I O N    S U R R O U N D  P A N E L S

Insert Specifications

BTU Maximum Input - NG 23,000 BTU

BTU Minimum Output* 7,700 BTU

Heating Area 1,200 ft2

P4 Efficiency 66.45%

Glass Size 300 in2

Minimum Install Dims. † HEIGHT WIDTH DEPTH

18¼” 24¼” 14”

*  Turn down is based on a 50% valve and P4 efficiencies output.

†  Based on installation with the Contemporary Surround. Depth can vary by panel.

E20 Fireplace Insert  – Contemporary Surround Panel, Fluted Liner, and Classic Log Set

E20 Fireplace Insert  –  Modern Surround Panel, Black Enameled Liner, and Glass Burner

E20 Fireplace Insert  –  Contemporary Surround Panel, Black Enameled Liner, and Glass Burner with Decorative Stones



E25
G A S  F I R E P L A C E  I N S E R T

enviro.com



Design Features
	■ SIT Valve 820 (Standing Pilot)

	■ SIT Valve 885 (IPI System with Remote)

	■ Glass Size: 26¼” x 16”,  420 in2

	■ Included Traditional Log Set

	■ Easy Access Burner Switch (NOVA)

	■ OPTIONAL 110 CFM Fan (with variable control)

	■ Stainless Steel Burner

	■ Steel Firebox Grate

	■ 11" Install Depth

	■ Limited Lifetime Warranty

Gas Insert Details

	■ Hearth Riser

	■ Traditional Log Set - Included

	■ Liner Options: 

– Painted Liner - Included

– Brick Liner

	■ Surround Options:

– Surround Panel - Included  25¾" x 39"

– Trimmable Panel  30.2" x 48"

POP-363

E25
G A S  F I R E P L A C E  I N S E R T

Insert Specifications

BTU Maximum Input - NG 28,000 BTU

BTU Minimum Output* 14,000 BTU

Heating Area 1,600 ft2

P4 Efficiency TBA

Glass Size 420 in2

Minimum Install Dims. †
HEIGHT WIDTH DEPTH

19⁷/8” 27⁷/8” 13”

*  Turn down is based on a 50% valve.

†  Based on installation with the Slim Surround. Depth can vary by panel.

Clearance to Combustibles

Mantle pillar to the edge the of glass 21"

Min. non-combustible surface in front of unit 16"

Floor to an 8” wide mantle 36"
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